RECEIVE A SELECTION OF A NETWORK COMPONENT 
GRAPHIC REPRESENTING NETWORK COMPONENTS FOR 

USE IN A NETWORK 



OBTAIN CORRESPONDING HARDWARE CONFIGURATION 
INFORMATION ASSOCIATED WITH THE NETWORK 
COMPONENTS THAT CORRESPONDS TO THE SELECTION OF 
THE NETWORK COMPONENT GRAPHIC 



RECEIVE A SELECTION OF A SOFTWARE COMPONENT 
GRAPHIC REPRESENTING SOFTWARE FOR INSTALLATION 
AND OPERATION ON THE NETWORK COMPONENTS IN THE 
NETWORK, THE SOFTWARE COMPONENT GRAPHIC HAVING 
ASSOCIATED SOFTWARE CONFIGURATION INFORMATION 



CORRELATE THE HARDWARE CONFIGURATION 
INFORMATION OF THE NETWORK COMPONENTS AND THE 
SOFTWARE CONFIGURATION INFORMATION OF THE 
SOFTWARE COMPONENT GRAPHIC WITH NETWORK 
PARAMETER INFORMATION TO FORM A CORRELATION 
RESULT REPRESENTING AN INTEROPERABILITY 
CONFIGURATION OF THE SOFTWARE AND THE NETWORK 

COMPONENTS 



OUTPUT THE CORRELATION RESULT TO SUPPORT 
AUTOMATIC CONFIGURATION OF THE NETWORK 
COMPONENTS AND THE SOFTWARE FOR OPERATION ON 
THE NETWORK COMPONENTS 
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DETECT AN OPERABILITY CHARACTERISTIC OF THE NETWORK 
COMPONENT BASED UPON THE CORRELATION RESULT 
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DYNAMICALLY ADJUST THE HARDWARE CONFIGURATION INFORMATION 

OF THE NETWORK COMPONENTS WHEN THE OPERABILITY 
CHARACTERISTIC INDICATES INOPERABILITY OF THE SOFTWARE AND THE 

NETWORK COMPONENTS 
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AUTOMATICALLY CREATE DEPLOYMENT INSTRUCTIONS. BASED ON THE 
CORRELATION RESULT. FOR INSTALLATION OF THE SOFTWARE. 
REPRESENTED BY THE SELECTION OF THE SOFTWARE COMPONENT 
GRAPHIC. ONTO THE NETWORK COMPONENTS 



102 

GENERATE A MARKUP LANGUAGE DOCUMENT INDICATING THE 

DEPLOYMENT INSTRUCTIONS FOR INSTALLATION OF THE 
SOFTWARE, REPRESENTED BY THE SOFTWARE COMPONENT 
GRAPHIC. ONTO THE NETWORK COMPONENTS 
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EXECUTE THE MARKUP LANGUAGE DOCUMENT TO INSTALL THE 
SOFTWARE ON THE NETWORK COMPONENTS 
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RETRIEVE THE SOFTWARE FROM A STORAGE LOCATION 
INDICATED BY THE MARKUP LANGUAGE DOCUMENT 
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BASED ON A TYPE OF NETWORK COMPONENT GRAPHIC RECEIVED, 
IDENTIFY A SPECIFIC NETWORK COMPONENT CONFIGURATION WITHIN 
THE NETWORK PARAMETER DATABASE THAT SUPPORTS OPERATION OF 

THE SELECTED SOFTWARE COMPONENT 
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ADJUST SOFTWARE CONFIGURATION INFORMATION ASSOCIATED WITH 
THE SELECTED SOFTWARE COMPONENT GRAPHIC TO MATCH 
CORRESPONDING VALUES OF THE SOFTWARE CONFIGURATION 
INFORMATION DEFINED IN THE NETWORK PARAMETER DATABASE THAT 
ALLOW THE SOFTWARE TO PROPERLY OPERATE ON THE SPECIFIC 
NETWORK COMPONENT CONFIGURATION 
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ADJUST HARDWARE CONFIGURATION INFORMATION ASSOCIATED WITH 

THE SELECTED NETWORK COMPONENT TO MATCH CORRESPONDING 
VALUES OF THE HARDWARE CONFIGURATION INFORMATION DEFINED IN 
THE NETWORK PARAMETER DATABASE THAT ALLOW THE NETWORK 
COMPONENT TO PROPERLY OPERATE IN CONJUNCTION WITH THE 
ADJUSTED SOFTWARE CONFIGURATION INFORMATION 
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PRODUCE THE CORRELATION RESULT THAT IDENTIFIES THE ADJUSTED 
SOFTWARE CONFIGURATION INFORMATION AND THE ADJUSTED 
HARDWARE CONFIGURATION INFORMATION FOR OPERATION OF THE 
SOFTWARE ON THE NETWORK COMPONENT 
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